Uznémuma nosaukums: self-employed

Izveidoja:

GRUNDFOs O ™
Datums: 31.05.2023

Apraksts Vértiba [m] ‘ALPHA1 25-80 130, 1230 V ?‘}f]
Visparéja informacija: r
Produkta nosaukums: ALPHA1 25-80 130 s | 80
Produkta Nr.: 99199596
EAN numurs: 5712608550362 & 70
Tehn.: 6 | 60
Faktiski aprékinata plasma: 0.958 m®h
Sukna rezultéjosais siknésanas 7.268 m 59 %0
augstums:

4 L 40
Maks. spiedienaugstums: 80 dm
TF klase: 110 34 30
Apstiprinajumi: CE,VDE 5 | 20
Modelis: B
Materiali: 14 10
Sukna korpuss: Cuguns 0 l l l l l l l l
Sikna korpuss: EN 1561 EN-GJL-150 0 0,5 1.0 1.5 2,0 2,5 3,0 35  Q[mh]
Sikna korpuss: ASTM A48M-150B Q=0.958 m*h . H=7.268m
Darbrats: CompOSite gglﬁg:é:?izd}ﬁ/ﬂs = Apkures Gdens
Darbrats: PES 30% GF + Skidrume_x temperatiira darba laika = 60 °C

PESU-GF20% Eta sknis+motors+frekv. parv. = 37.3 %
Uzstadisana: [W]
Apkartéjas vides temperatiras 0..40°C ]
diapazons: 40_/
Maksimalais darba spiediens: 10 bari
Type of connection: G 304
Size of connection: 11/2inch 20
Pressure rating for connection: PN 10
Port-to-port length: 130 mm 104
Skidrums: 0
Suknéjamais skidrums: Apkures Gdens P1=50W
Skidruma temperatiras diapazons: 2..110°C
izvéléta skidruma temperatira: 60 °C
Blivums pie izvélétas skidruma 983.2 kg/m? = =
temperatiras: = “ it
Elektriskie dati:
Minimala patéréjama jauda - P1: 3W
Power input P1: 50 W
Tikla frekvence: 50/60 Hz
Nominalais spriegums: 1x230V |
Maksimalais stravas patérins: 0.04..044 A
Korpusa klase (IEC 34-5): X4D
Insulation class (IEC 85): F
Built-in motor protection: NEVIENS
Termiska aizsardziba: ELEC
Kontrole:
Automatiskais nakts rezims: N
Citi:
Energija (EEI): 0.20
Terminal box position: plkst. 6
Neto svars: 1.89 kg
Bruto svars: 2.04 kg
Piegades apjoms: 0.004 m?
Swedish RSK No.: 5758803
Drukéts no Grundfos Produktu centra [2023.21.004] 17



https://product-selection.grundfos.com/products.gotoproduct.json?productnumber=99199596&custid=GMA&frequency=0



